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Join us in the 
new world of LED
LED Outdoor solutions deliver a light 
closer to natural daylight than the 
traditional lamps of the past. The latest 
LED lighting solutions provide an ideal 
upgrade path for public bodies looking to 
reduce energy costs and environmental 
impact. LED can make striking aesthetic 
improvements to landscapes and 
cityscapes. 
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The benefits of LED

•	 Increased sense of comfort and security

•	 Streets and car parks are better illuminated 

•	 Enhanced CCTV through better facial recognition 

•	 Improved road safety - faster responses

•	 Up to 70% higher energy efficiency 

•	 Longer life and reduced maintenance 

•	 Enhanced control/ dimming capabilities

•	 Colours are more vivid and more real in public areas
•	 Better light control, less light pollution



Outdoor lighting

Lumen output 
characteristics

Outdoor lighting

Product overview

Whether it’s traffic on the road or people 
on footpaths, in public areas or visiting 
shops and restaurants, effective outdoor 
lighting means greater visibility, which 
in turn helps to maximise public safety 
and sense of security, and breathe new 
life back into cities. Outdoor lighting has 
other benefits too, including the delivery 
of dramatic aesthetic benefits and a 
major savings in energy costs.

We have pioneered the development 
of efficient LED luminaires that have 
transformed the outdoor environment 
and enhanced the night time experience 
for millions.

The LED lighting is used everywhere 
from residential streets to highways, 
creating a bright white light that improves 
safety through improved visibility, while 
also reducing energy consumption and 
associated costs.

High performance area lighting is 
designed to ensure that the light is 
aimed directly where it’s needed while 
also delivering optimum performance in 
terms of luminance, uniformity and glare.

LED tunnel lighting fixtures combine 
excellent light quality with high levels of 
energy efficiency and reliability to deliver 
a safe and easy-to-maintain solution 
for tunnels, underpasses and industrial 
areas.

M3 to M6 
and C Classes 
for road and 
street lighting.
Mounting 
above 6m.

M3 to M6 
and C Classes 
for road and 
street lighting.
Mounting 
above 6m.

For C, P and S 
Classes, wide 
residential 
street lighting 
for improved 
face recognition 
and safety. 
Mounting below 
4m.

For C Classes 
- Pedestrian 
crosswalks, 
P Classes 
improved 
backlight for 
sidewalks
Mounting 
above 6m.
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Light distributions and optics
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Outdoor lighting

Lumen output 
characteristics

N, T

AF

AWD, SWD, SWF

A25, A35, A55

SA, SB, SC, SD, SE

S25, S35, S55

Y5

P

AFC, AWC, AW

U

ANC, AN

SFC, SWC

For Wet Road 
Classes - 
Pedestrian 
sidewalks, 
parking lanes.
Mounting 
above 6m.

Asymmetrical 
distribution 
for P Classes 
- Area, Square 
and Park 
lighting.
Mounting 
below 6m.

Symmetrical 
distribution 
for P Classes 
- Area, Square 
and Park 
lighting.
Mounting 
below 6m.

Symmetrical 
and 
asymmetrical 
distributions 
for Canopy 
lighting.
Mounting 
4-6m.

Symmetrical  
distributions 
for Tunnel 
lighting.

Light distributions and optics



Road & street 
lighting

Canopy  & Area 
lighting

Tunnel 
lighting

Decorative & 
pedestrian 

lighting

Outdoor lighting

Product overview

Piko
Wattage (W): 12 - 28 
CCT (K): 	 3000,4000, 		
	 5000 
Lumen (lm): 	 1 500 - 3 600
IP: 	 IP66
IK: 	 IK08 

AHIx
Wattage (W): 200 - 300 
CCT (K): 	 3000, 4000, 5000 
Lumen (lm): 	 21 000 - 37 600
IP: 	 IP66
IK: 	 IK08

Inlumino
Wattage (W): 30 - 300
CCT (K): 	 3000, 4000, 5000 
Lumen (lm): 	 4 000 - 40 000
IP: 	 IP66
IK: 	 IK09 

AMIx
Wattage (W): 55 - 150 
CCT (K): 	 3000, 4000 
Lumen (lm): 	 7 560 - 18 750
IP: 	 IP65
IK: 	 IK07

SLBt
Wattage (W): 15 - 70
CCT (K): 	 2700, 3000, 		
	 4000
Lumen (lm): 	 1 200 - 8 200
IP: 	 IP66
IK: 	 IK09 

Navona
Wattage (W): 20 - 70 
CCT (K): 	 2700, 3000, 		
	 4000
Lumen (lm): 	 1 700 - 7 600
IP: 	 IP66
IK: 	 IK08

Nobila
Wattage (W): 20 - 90 
CCT (K): 	 3000, 4000
Lumen (lm): 	 2 700 - 10 600
IP: 	 IP66
IK: 	 IK08

TLBt / TMBt
Wattage (W): 32- 175
CCT (K): 	 4000
Lumen (lm): 	 4 250 - 22 840
IP: 	 IP66
IK: 	 IK09

ALIx
Wattage (W): 32 - 140 
CCT (K): 	 3000, 4000, 		
	 5000 
Lumen (lm): 	 3 600 - 17 600
IP: 	 IP66
IK: 	 IK08

SMBt
Wattage (W): 50 - 160	
CCT (K): 	 3000, 4000
Lumen (lm): 	 6 400 - 18 700	
IP: 	 IP66
IK: 	 IK09
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SMIx
Wattage (W):  35 - 160	
CCT (K): 	 3000, 4000, 		
	 5000
Lumen (lm): 	 5 000 - 22 000	
IP: 	 IP66
IK: 	 IK08	



Road &
street lighting



Road and street lighting

Inlumino

Application areas

               Pedestrian street

		    
	   Roadways and Highways
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Product information

The new Tungsram luminaire, with its innovative 
and unique solutions, is an excellent choice for road 
and street applications.The key aspects of the lamp 
development are the simple and fast installation, 
the tool-free repair options and the diverse usage. 
The luminaire meets the expectations of the 21st 
�F�H�Q�W�X�U�\�����V�O�H�H�N���G�H�V�L�J�Q�����D�Q�G���K�L�J�K���H�]�F�L�H�Q�F�\�����–�Q�O�X�P�L�Q�R���L�V��
also suitable for a variety of applications, as it can be 
installed as a light source or easily upgraded to an IoT 
data point. Take advantage of the innovation from 	
Tungsram and optimize your outdoor lighting with 
the new range of Inlumino luminaires.



Driver feature

• Electronic, dimmable driver
• Controls: Dali, DynaDim, CLO
• ThermalGuard

Structures and materials

• Housing material: die-cast aluminium body and 	
   coupler, with stainless steel screws
• Optic material: Optical-grade polycarbonate
• Optical cover: Tempered glass
• Colour: RAL7021
• Impact Strength: IK09 (glass) / IK09 (housing) / IK08 	
   (Shorting Cap)

Performance

�����5�D�W�H�G���O�X�P�L�Q�R�X�V���5�X�[���U�D�Q�J�H�����I�U�R�P��4 000 to 40 000  lm
   at 4000K                          
�����5�D�W�H�G���O�X�P�L�Q�D�L�U�H���H�]�F�D�F�\�����P�L�Q�L�P�X�P���������O�P���:�����X�S���W�R��������	
  159lm/W 
• Rated median useful life and the associated rated 	
  LM factor: L80B50 > 290.000 hours 
• Rated abrupt failure value < 10% at 100.000 hours
• Photometric code: 730/559, 740/559, 750/559
• Lumen maintenance code: 9

   *  Definitions and tolerances according to IEC 62722-2-1.     
   **Rated abrupt failure value depends on the configuration type.

Installation and maintenance

Mounting options

• Side mounting coupler for 30-60mm diameters and 
-15°, -10°, -5°, 0° tilt options
• Post top mounting coupler for 30-60mm diameters 	
  and 15°, 10°, 5°, 0° tilt options
• Weight: 12.5 kg
• Recommended mounting height: 6-25 m 
• Only two hand-tools required for installing the 	
�����4�[�W�X�U�H
�����7�R�R�O���O�H�V�V���P�D�L�Q�W�H�Q�D�Q�F�H�����F�O�L�F�N���D�Q�G���5�L�S�����W�Z�L�V�W���D�Q�G���O�R�F�N
�����7�R�R�O���O�H�V�V���K�L�Q�J�H�G���R�S�H�Q�L�Q�J���D�Q�G���O�L�I�W���R�•���K�H�D�G���Z�L�W�K��
   automatic electrical disconnect
• Storage temperature from -40ºC to +85ºC
• Ambient temperature from -40ºC to +50ºC

Electrical

Input voltage and frequency: 220-240V, 50-60Hz
IEC protection class: Class I as standard (Class II 
on request)
Driver immunity: 10kV/5kA
Rated input power: 30W to 300 W

Dimensions (mm)

SIZE "L"

Optics

Available photometric distributions:

�����G�L�•�H�U�H�Q�W���R�S�W�L�F���F�R�P�E�L�Q�D�W�L�R�Q�V���Z�R�X�O�G���E�H���D�Y�D�L�O�D�E�O�H��
which are suitable for pedestrian streets to high traf -
�4�F���U�R�D�G�V����
* All symmetric optic combinations are valid eg. ABA, 
but ABC is not.

AAA
BBB
CCC
DDD
EEE
FFF
GGG

Rated colour rendering index > 70
Rated correlated colour temperatures: 3000K, 4000K, 
5000K
ULOR: 0
Rated initial chromaticity co-ordinate values:
• 3000K: CIE(x=0.4338, y=0.403) 5SDCM 
• 4000K: CIE(x= 0.3818, y= 0.3797) 5SDCM 
• 5000K: CIE(x= 0.34, y= 0.35) 5SDCM  

Rated initial chromaticity co-ordinate values

• CIE(x=0.43, y=0.403) 5SDCM
• CIE(x= 0.38, y= 0.38) 5SDCM
• CIE(x=0.4578, y=0.4101) 5SDCM

Details

Inlumino

 14   Outdoor range    Road & street lighting
Asymmetric – short
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Road and street lighting

SMIx

Application areas

               Residental	

		    
	 Road and street
	 Motorways 	
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Product information

�6�0�–�[���R�•�H�U�V���D�Q���R�S�W�L�P�D�O���V�R�O�X�W�L�R�Q���I�R�U���V�W�U�H�H�W���O�L�J�K�W�L�Q�J����
Modular refractive optic system, a wide range of	
light distributions can be achieved. The optimized 	
mechanical design provides simple installation, 	
adjustability and reliability.



Driver feature

• Electronic, dimmable (DALI) driver with 
   autonomous dimming: 35-160W

Structures and materials

• Housing material: die-cast aluminium body and UV
   stable  plastic door with corrosion resistant 	  	
   polyesther powder coat, stainless steel screws and  
   brackets
• Optic material: Optical-grade polycarbonate
• Optical cover: Tempered glass
• Colour: RAL7035
• Impact Strength: IK08 on optical parts, IK09 on 	
   housing and coupler
• All materials used in this product are WEEE and 
   ROHS compatible.

Performance

�����5�D�W�H�G���O�X�P�L�Q�R�X�V���5�X�[���U�D�Q�J�H�����I�U�R�P��5 000 to 22 000  lm                     
�����5�D�W�H�G���O�X�P�L�Q�D�L�U�H���H�]�F�D�F�\�����8�S���W�R�����������O�P���:���D�W�����������.
• Rated median useful life and the associated rated
   LM factor L80B50: > 121.000 hours          
• Rated abrupt failure value: 3.12 %*
• Photometric code: 730/559, 740/559, 750/559
• Lumen maintenance code: 9
• Rated ambient temperature (tq) related to 		
   performance for a luminaire: 25°C

   *  Definitions and tolerances according to IEC 62722-2-1.     
   **Rated abrupt failure value depends on the configuration type.

Installation and maintenance

Mounting options

• Side-mounting coupler for 30-60mm diameters 	
   and -15°, -10°, -5°, 0° tilt options
• Post top mounting coupler for 30-60mm 		
   diameters and 15°, 10°, 5°, 0° tilt options
• Weight: 8 kg
• Recommended mounting height: 4 - 15m 
• Only two hand-tools required for installing the 	
�������4�[�W�X�U�H
• Storage temperature up to 85ºC.
• Ambient temperature from -40ºC to 50ºC

Electrical

Input voltage and frequency: 220-240V, 50-60Hz
Class I: standard, Class II: on request
Surge protection: 10 kV
Rated input power: 35W to 160W

Dimensions (mm)

Optics

Available photometric distributions:

�����&�����R�S�W�L�P�L�]�H�G���I�R�U���K�L�J�K���W�U�D�]�F���0�(���F�O�D�V�V���U�R�D�G�V
• E: optimized for narrow S class roads
• F: optimized for wide S class roads

Rated colour rendering index >70
Rated correlated colour temperatures: 3000K, 4000K, 
5000K
S/P rating for : 3000K: 1.24, 4000K: 1.47, 5000K:1.71
ULOR (Upward Light Output Ratio): 0

Rated initial chromaticity co-ordinate values

• CIE(x=0.43, y=0.403) 5SDCM
• CIE(x= 0.38, y= 0.38) 5SDCM
• CIE(x= 0.34, y= 0.35) 5SDCM
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Details

SMIx
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368

503

154

96

568

�2�S�W�L�P�L�]�H�G���I�R�U���K�L�J�K���W�U�D�]�F���0�(���F�O�D�V�V���U�R�D�G�V



Road and street lighting

Piko

Application areas
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Product information

�7�X�Q�J�V�U�D�P���V���/�(�'���U�R�D�G���D�Q�G���V�W�U�H�H�W���4�[�W�X�U�H�����W�K�H���3�–�.�2����
which makes the advantages of outdoor LED lighting 
available for everyone, even those on tight budgets. 
Designed to replace 11-36 W CFL and 35-70 W HID 
�4�[�W�X�U�H�V�����W�K�H���3�–�.�2���L�V���D���J�U�H�D�W���/�(�'���V�R�O�X�W�L�R�Q���I�R�U���P�L�Q�R�U��
roads, residential streets and other public spaces 
where modest levels of illumination are required.

Street & 
residential road lighting

Public area

Pedestrian street

Car park



Driver feature

• Electronic, non-dimmable driver

Structures and materials

• Housing material: die-cast aluminium body, 	     	
   corrosion resistant screws
• Color: RAL7035
• Optical cover: tempered glass

Performance

�����5�D�W�H�G���O�X�P�L�Q�R�X�V���5�X�[���U�D�Q�J�H�����I�U�R�P��1 500 to 3 600  lm
�����5�D�W�H�G���O�X�P�L�Q�D�L�U�H���H�]�F�D�F�\�����8�S���W�R�����������O�P���:
• Photometric code: 730/559, 740/559, 750/559
• Rated median useful life and the associated rated 
   LM factor: L80B50 > 110.000 hours
• Rated median useful life and the associated rated 
   LM factor: L80B10 > 110.000 hours
• Rated median useful life and the associated rated 
   LM factor: L90B50 > 54.000 hours
• Rated abrupt failure value: 10% at 50.000 hours
• Lumen maintenance code: 9
• Rated ambient temperature (tq) related to  	          
   performance for a luminaire: 25°C

   *  Definitions and tolerances according to IEC 62722-2-1.     
   **Rated abrupt failure value depends on the configuration type.

Installation and maintenance

Mounting options

• Side mount ø35mm-60mm
• Recommended mounting height: 4-8m
• Weight: 2 kg
• Only two hand-tools required for installing the    
�������4�[�W�X�U�H
• Storage temperature up to 85ºC.
• Ambient temperature from -40ºC to +35ºC

Electrical

Input voltage and frequency: 220-240V, 50Hz
�–�(�&���6�D�I�H�W�\���&�O�D�V�V�L�4�F�D�W�L�R�Q�����&�O�D�V�V���–
Driver surge immunity: 6kV
Rated input power: 12W to 28W

Dimensions (mm)

Optics

Available photometric distributions:

�����&�����R�S�W�L�P�L�]�H�G���I�R�U���O�R�Z���W�U�D�]�F���0���F�O�D�V�V���U�R�D�G�V
• E: optimized for narrow P type roads
• F: optimized for wide P type roads

Rated colour rendering index: >70
Rated correlated colour temperatures: 3000K, 4000K, 
5000K
S/P rating for: 3000K - 1.33, 4000K - 1.56, 5000K - 1.78
ULOR: 0

Rated initial chromaticity co-ordinate values

3000K - CIE(x=0.43, y=0.403) 5SDCM
4000K - CIE(x= 0.38, y= 0.38) 5SDCM
5000K - CIE(x= 0.34, y= 0.35) 5SDCM

Details

Piko
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Optimized for residential area

140

372

61



Road and street lighting

SLBt

Application areas

               Residental	

		    
	 Road and street
	 Motorways

	 Car park
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Product information

�–�Q�W�U�R�G�X�F�L�Q�J���R�X�U���O�D�W�H�V�W���/�(�'���U�R�D�G���D�Q�G���V�W�U�H�H�W��fi�[�W�X�U�H����
the SLBt, which makes the advantages of outdoor 
LED lighting available for everyone, even those on 
tight budgets. Designed to replace 35-100W HID and 
�����������:���&�)�/��fi�[�W�X�U�H�V�����W�K�H���6�/�%�W���L�V���D���J�U�H�D�W���/�(�'���V�R�O�X�W�L�R�Q��
for minor roads, residential streets and other public 
spaces where modest levels of illumination is 
required.



Driver feature

• Electronic, dimmable DALI driver with
   autonomous dimming: 15-70W.
• Constant Light Output (optional)

Structures and materials

• Housing material: die-cast aluminium body, 
   corrosion resistant screws and brackets
• Optic material: coated polycarbonate or aluminium 
• Colour: RAL7035 
• Optical cover: UV stabilized polycarbonate
• All materials used in this product are WEEE and 
   ROHS compatible.

Performance

�����5�D�W�H�G���O�X�P�L�Q�R�X�V���5�X�[���U�D�Q�J�H�����I�U�R�P��1 200 to 8 200  lm
   at 4000K                          
�����5�D�W�H�G���O�X�P�L�Q�D�L�U�H���H�]�F�D�F�\�����X�S���W�R�����������O�P���:���D�W�����������.��
• Photometric code: 727/559 , 730/559, 740/559
• Rated median useful life and the associated rated
   LM factor L80B50: > 218.000 hours          
• Rated abrupt failure value: 11.5 %
• Lumen maintenance code: 9
• Rated ambient temperature (tq) related to
   Performance for a luminaire: 25°C

   *  Definitions and tolerances according to IEC 62722-2-1.     
   **Rated abrupt failure value depends on the configuration type.

Installation and maintenance

Mounting options

• Side mount bracket ø42mm-60mm
• Post top bracket ø48mm-76mm
• Universal coupler side  ø35mm-76mm
• Universal coupler post  ø35mm-76mm
• Bracket can be adjusted: 0°, +5°
   (with accessories -5° also available)
• Universal Coupler can be adjusted 
   -15°,-10°, -5°, 0°, +5°,+10°,  +15° by 5°degree steps
• Recommended mounting height: 4-15m
• Weight: 5 kg
• Only two hand-tools required for installing the	
�������4�[�W�X�U�H
• Storage temperature up to 85ºC.
• Ambient temperature from -40ºC to 35ºC

Electrical

Input voltage and frequency: 220-240V, 50-60Hz
Class I: standard, Class II: on request
Surge protection: 10 kV
Rated input power: 15W to 70W

Dimensions (mm)

Optics

Available photometric distributions:

• Narrow    Asymmetric – medium (B, B2, B5)
• Asymmetric – short (C, C5)
• Asymmetric forward – very short (D)
• Asymmetric – medium (E, E2, E5)
• Forward asymmetric – medium (F, F5, G2)
• Narrow    asymmetric – short (N)
• Narrow    asymmetric with backlight – short (P, P5)
• Narrow    asymmetric – medium (R)
• Narrow    asymmetric – medium (S)
• Asymmetric – short (T)
• Asymmetric – medium (U)
• Pedestrian cross walk (X5, Z5)
• Symmetric – medium (Y5)

Rated colour rendering index:>70 
Rated correlated colour temperatures*: 2700K, 3000K, 
4000K
S/P rating for : 2700K: 1.09 , 3000K: 1.33, 4000K: 1.56
ULOR (Upward Light Output Ratio): 0

Rated initial chromaticity co-ordinate values

• CIE(x=0.43, y=0.403) 5SDCM
• CIE(x= 0.38, y= 0.38) 5SDCM
• CIE(x=0.4578, y=0.4101) 5SDCM

Details

SLBt

 26   Outdoor range    Road & street lighting

72

347

386

Asymmetric – short



Road and street lighting

SMBt

Application areas

               Residental	

		    
	 Road and street
	 Motorways 	

	 Car park
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Product information

�2�X�U���/�(�'���U�R�D�G�Z�D�\���O�L�J�K�W�L�Q�J���4�[�W�X�U�H���P�D�N�H�V���D�O�O���W�K�H��	
advantages of LED lighting available for a wide 	
�D�X�G�L�H�Q�F�H�����'�H�V�L�J�Q�H�G���W�R���U�H�S�O�D�F�H���������������:���+�–�'���4�[�W�X�U�H�V����
SMBt is a great LED solution for minor roads, 		
residential streets and other public spaces where 
modest level of illumination is required.



Driver feature

• Electronic, dimmable (DALI) driver with autonomous
   dimming: 50W-160W
• Minimum dimming level 20W

• Constant Light Output (optional)

Structures and materials

• Housing material: die-cast aluminium body, 		
   corrosion resistant screws and brackets
• Optic material: coated polycarbonate or aluminium
• Optical cover: glass
• Colour: RAL7035
• All materials used in this product are WEEE and 

   ROHS compatible.

Performance

�����5�D�W�H�G���O�X�P�L�Q�R�X�V���5�X�[���U�D�Q�J�H�����I�U�R�P��6 400 to 18 700  lm
   at 4000K                          
�����5�D�W�H�G���O�X�P�L�Q�D�L�U�H���H�]�F�D�F�\�����8�S���W�R�����������O�P���:���D�W�����������.��
• Photometric code: 730/559, 740/559
• Rated median useful life and the associated rated
   LM factor L80B50: > 102.000 hours          
• Rated abrupt failure value: 11.5 %
• Lumen maintenance code: 9
• Rated ambient temperature (tq) related to 		
   performance for a luminaire: 25°C

   *  Definitions and tolerances according to IEC 62722-2-1.     
   **Rated abrupt failure value depends on the configuration type.

Installation and maintenance

Mounting options

• Side mount bracket ø42mm-60mm
• Post top bracket ø42mm-76mm
• Universal coupler side  ø35mm-76mm
• Universal coupler post  ø35mm-76mm
• Bracket can be adjusted: -5°, 0°, +5°
• Universal Coupler can be adjusted 
   -15°,-10°, -5°, 0°, +5°,+10°, +15° by 5°degree steps
• Weight: 7,5 kg
• Storage temperature up to 85ºC.
• Ambient temperature from -40ºC to
   +50ºC up to 140W
   +40ºC up to 160W 

Electrical

Input voltage and frequency: 220-240V, 50-60Hz
Class I: standard, Class II: on request
Surge protection: 10 kV
Rated input power: 52W to 158W

Dimensions (mm)

Optics

Available photometric distributions:

• Narrow Asymmetric – medium (B, B2, B5)
• Asymmetric – short (C, C5)
• Asymmetric forward – very short (D)
• Asymmetric – medium (E, E2, E5)
• Forward asymmetric – medium (F, F5)
• Narrow asymmetric – short (N)
• Narrow asymmetric with backlight – short (P, P5)
• Asymmetric – short (T)
• Pedestrian cross walk (X5, Z5)
• Symmetric - (Y5)
• Asymmetric – medium (U)

Rated colour rendering index:>70 
Rated correlated colour temperatures: 3000K, 4000K
S/P rating for : 3000K: 1.33, 4000K: 1.56
ULOR (Upward Light Output Ratio): 0

Rated initial chromaticity co-ordinate values

• CIE(x=0.43, y=0.403) 5SDCM
• CIE(x= 0.38, y= 0.38) 5SDCM
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Details

SMBt
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352

103

566

Narrow Asymmetric – medium



Decorative &
Pedestrian lighting
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Navona
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Product information

Navona is a LED solution to replace traditional 
�4�[�W�X�U�H�V���L�Q���S�D�U�N�V�����S�H�G�H�V�W�U�L�D�Q���D�U�H�D�V�����F�L�W�\���F�H�Q�W�H�U�V����
Timeless  design incorporates the aesthetic necessi -
ties with the optimal optical distribution, providing 
several lumen 	 packages with symmetrical and 
asymmetrical distribution and a power range from 
16W to 72W to meet a wide range of  lighting scenar -
�L�R�V�����1�D�Y�R�Q�D���R�•�H�U�V���D���P�D�M�R�U���L�Q�F�U�H�D�V�H���L�Q���E�R�W�K���Y�H�U�W�L�F�D�O��
and horizontal uniformity. Combined with the high            
chromatic reproduction contributed by LED technol -
ogy (white light), this uniform quality facilitates face 
recognition and visual comfort. Its advanced optical 
�G�H�V�L�J�Q���H�Q�D�E�O�H�V���W�K�H���O�L�J�K�W���W�R���E�H���G�L�U�H�F�W�H�G���V�S�H�F�L�4�F�D�O�O�\��
where it is needed.

Application areas

               Residental	

		    
	 City centres
	 ���U�R�D�G���F�O�D�V�V�L�4�F�D�W�L�R�Q�V�����I�U�R�P���3�����W�R���3����

	 Parks



Driver feature

• Electronic, programmable & dimmable
   (DALI and 0-10V**). 
   Controllable driver with astronomical clock 		
    availability.
   Controls system inputs: Analog, DALI, Dynadim 
** In case of 0-10V control please do not dimming     
   below 40%.

Structures and materials

• Housing material:  in three pieces
   (upper-housing, lowerhousing and arm with 
   coupler), all made from die-cast aluminium 
���������Z�L�W�K���D���S�R�O�\�H�V�W�H�U���S�R�Z�G�H�U���S�D�L�Q�W���4�Q�L�V�K���D�Q�G���R�Y�H�Q���F�X�U�H�G����
�����6�X�U�I�D�F�H���4�Q�L�V�K�����S�R�O�\�H�V�W�H�U���S�R�Z�G�H�U���F�R�D�W
• Colour: RAL9007
�����2�S�W�L�F�D�O���F�R�Y�H�U���5�D�W���W�H�P�S�H�U�H�G���J�O�D�V�V
• All materials used in this product are WEEE and
   ROHS compatible.

Performance

�����5�D�W�H�G���O�X�P�L�Q�R�X�V���5�X�[���U�D�Q�J�H����1 700 to 7 600  lm
�����5�D�W�H�G���O�X�P�L�Q�D�L�U�H���H�]�F�D�F�\�����8�S���W�R�����������O�P���:
• Rated median useful life and the associated rated
   LM factor L80B50: > 200.000 hours          
• Rated abrupt failure value: 13.2 %*
• Photometric code: 727/559 , 730/559, 740/559
• Lumen maintenance code: 9
• Rated ambient temperature (tq) related to 
   performance for a luminaire: 25°C

   *  Definitions and tolerances according to IEC 62722-2-1.     
   ** Rated abrupt failure value depends on the configuration type.

Installation and maintenance

Mounting options

• 1- and 2-arm through 42-48, 60, 76 mm standard  
  post top mounting. Side mounting through 60 mm 
  diameter pole. 
• Weight: 11,2 kg
• Recommended mounting height: 4-6 m
• Ambient operating temperature: -30°C to 50°C
• Storage temperature: up to 85°C

Details

Navona
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Electrical

Input voltage and frequency: 220-240V, 50-60Hz
IEC Protection Class: Class I
Surge protection: 10 kV
Rated input power: 20W to 70W

Dimensions (mm)

Optics

Available photometric distributions:

• Asymmetric Forward Clear (AFC)
• Asymmetric Wide Clear (AWC)
• Asymmetric Narrow Clear (ANC)
�����$�V�\�P�P�H�W�U�L�F���:�L�G�H���'�L�•�X�V�H�U�����$�:�'��
• Symmetric Wide Clear (SWC)
�����6�\�P�P�H�W�U�L�F���:�L�G�H���'�L�•�X�V�H�U�����6�:�'��
• Symmetric Forward Clear (SFC)

Rated colour rendering index >70
Rated correlated colour temperatures: 2700K, 3000K, 
4000K
ULOR (Upward Light Output Ratio): 0
S/P rating for : 2700K: 1.09, 3000K: 1.24, 4000K: 1.47

Rated initial chromaticity co-ordinate values

• CIE(x=0.43, y=0.403) 5SDCM 
• CIE(x= 0.38, y= 0.38) 5SDCM
• CIE(x=0.4578, y=0.4101) 5SDCM

Symmetric Wide, Forward
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Nobila

 38   Outdoor range

Product information

�–�Q�W�U�R�G�X�F�L�Q�J���7�X�Q�J�V�U�D�P���V���O�D�W�H�V�W���/�(�'���G�H�F�R�U�D�W�L�Y�H���4�[�W�X�U�H����
the Nobila, which has the advantage of aesthetic out -
door luminaires with great performance. Designed 
�W�R���U�H�S�O�D�F�H�����������������:���+�–�'���D�Q�G���������������:���&�)�/���4�[�W�X�U�H�V����
the Nobila is a great LED solution for roads, where 
heritage style is needed. 

Application areas

Pedestrian street

Street & residential road 
lighting

Car park



Driver feature

• Electronic, dimmable driver: Dali, CLO and dynadim 
   from 20-90W
• minimum dimming level 5,5 W

Structures and materials

• Housing material: die-cast aluminium body, 	  	
   corrosion resistant screws
• Color: RAL9005 or any RAL color
• Optic material: coated polycarbonate
• Optical cover: UV stabilized polycarbonate
• Gear Tray material: galvanized steel

Performance

�����5�D�W�H�G���O�X�P�L�Q�R�X�V���5�X�[���U�D�Q�J�H�����I�U�R�P���I�U�R�P��
   2 600 to 9 700 lm at 4000K
�����5�D�W�H�G���O�X�P�L�Q�D�L�U�H���H�]�F�D�F�\�����8�S���W�R���������O�P���:���D�W�����������.
• Photometric code: 730/559, 740/559
• Rated median useful life and the associated rated   
   LM factor L80B50: > 100.000 hours
• Rated abrupt failure value: <10% (100.000 hours)
• Lumen maintenance code: 9
• Rated ambient temperature (tq) related to 
   performance for a luminaire: 25°C

   *  Definitions and tolerances according to IEC 62722-2-1.     
   ** Rated abrupt failure value depends on the configuration type.

Installation and maintenance

Mounting options

• Post top coupler ø48mm-76mm
• Recommended mounting height: 4-15m
• Weight: 6 kg
• Only two hand-tools required for installing the    
�������4�[�W�X�U�H
• Storage temperature up to 85ºC.
• Ambient temperature from -40ºC to +50ºC

Details

Nobila
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Electrical

Input voltage and frequency: 220-240V, 50-60Hz
Class I, Class II
Surge protection: 10kV
Rated input power: 21W to 86W

Dimensions (mm)

Optics

Lens layout (4 lenses in every scenario):
• A: asymmetric
• S: symmetric
• C: circular

Available photometric distributions:
�����&�����R�S�W�L�P�L�]�H�G���I�R�U���K�L�J�K���W�U�D�]�F���0�(���F�O�D�V�V���U�R�D�G�V
• E: optimized for narrow S type roads
• F: optimized for wide S class roads
• AC - asymetric C
• AE - asymetric E
• AF - asymetric F
• SC - symmetric C
• SE - symmetric E
• SF - symmetric F
• CC - circular C
• CE - circular E
• CF - circular F

Rated colour rendering index: >70
Rated correlated colour temperatures: 3000K, 4000K
S/P rating for: 3000K - 1.33, 4000K - 1.56
ULOR: 0

Rated initial chromaticity co-ordinate values
3000K - CIE(x=0.43, y=0.403) 5SDCM
4000K - CIE(x= 0.38, y= 0.38) 5SDCM

Symmetric Wide, Forward
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Area lighting

ALIx

 44   Outdoor range

Product information

ALIx LED outdoor luminaire delivers outstanding 
features, style and attractive form factor. This latest 
�G�H�V�L�J�Q���R�•�H�U�V�����H�[�F�H�O�O�H�Q�W���H�]�F�D�F�\���H�Y�H�Q���D�W���K�L�J�K�H�U���O�X�P�H�Q��
outputs to meet a wide range of area lighting needs.
�8�V�L�Q�J���U�H�5�H�F�W�L�Y�H���R�S�W�L�F�����W�H�F�K�Q�R�O�R�J�\�����7�X�Q�J�V�U�D�P���R�•�H�U�V��
superior horizontal and vertical illuminance with high 
uniformity, while minimizing glare. This system deliv -
ers unusually low perceived glare when viewed from 
beneath. ALIx provides reduced energy consump -
tion, combined with a long rated life that virtually 
eliminates ongoing maintenance expenses, enabling 
�V�L�J�Q�L�4�F�D�Q�W���R�S�H�U�D�W�L�Q�J���F�R�V�W���E�H�Q�H�4�W�V���R�Y�H�U���W�K�H���O�L�I�H���R�I���W�K�H��
�4�[�W�X�U�H��

Application areas

Car park

Shopping centres

Pedestrian crossings

Industrial
& logistic
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